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AC 100V~240V

AC 230V 50/60Hz

AC 100V-240V

AM75 LS AM75 RF

AM75 EB RF

AM75 RF-5W
■ Emergency manual control in case of power failure

■ Automatic limit position adjustment

■ Soft START/STOP

■ Touch Motion

■ Manual control in case of power failure

■ Automatic limit position adjustment

■ Soft START/STOP

■ Powered by external battery

■ Touch Motion

■ Manual control in case of power failure

■ Automatic limit position adjustment

■ Soft START/STOP

AM75

	 blue	 =	neutral

	 brown	 =	living

	 black	 =	up / down
	 blue	 =	neutral

green/yellow	=	earth

	 brown	 =	down / up
green/yellow =	earth

	 yellow	 =	down
	 blue	 =	port B (RS485/RS232)

potential-free
control

	 green	 =	stop
	 red	 =	up
	 black	 =	COM
	 white	 =	port A (RS485/RS232)

RJ12 plug

	 grey	 =	living

	 black	 =	up / down
	 blue	 =	neutral

	 brown	 =	down / up
green/yellow	=	earth

● ● ●
● ● ●

●
● ● ●

Torque
[Nm]

Revolutions per minute
[rpm]

Voltage

Power consumption
 [A]

Power 
[W]

Dimensions 
[mm]

Silent run

Built-in radio receiver

Electronic limit setting

Potential-free

Limits 
(main | intermediate)

IP protection class

Working temperature

Cable length 
[m]

Wire Permanent Permanent Permanent

WIRE

PARAMETERSDIMENSIONS

phase control

potential-free control, RF (radio control), RS485

AM75 RF
AM75 RF-5W

AM75 LS

AM75 LS AM75 RF AM75 RF-5W AM75 EB RF

1,5 1,5 1,5 1

100 100 100 100

100-240V AC 100-240V AC 100-240V AC 14.8V DC

0,3 0,3 0,3 4

65 65 65 65

297 x 67 x 53 297 x 67 x 53 297 x 67 x 53 316 x 67 x 53

+

+

2 | 0 2 | 0 2 | 0 2 | 0

IP20 IP20 IP20 IP20

0 ÷ 50 °C 0 ÷ 50 °C 0 ÷ 50 °C 0 ÷ 50 °C

1,2 1,2 1,2 1,2


